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Overview
Solving the industry problem of how to use the popular AMAG® access control prod-
ucts in a 19 inch rack environment, the GEMINI™ RGA-X is designed to allow ex-
pansion of an RGA system by providing space for additional AMAG access control 
components.

RGA-X enclosures contain no power system and provide predrilled mounting for AMAG 
devices for adding up to eight doors to an existing RGA powered system.  AMAG equip-
ment is provided by the integrator based on the job requirements.

The unit is intended for mounting within a standard four post EIA 19 inch electron-
ics rack with a maximum depth of 36 inches.

RGA-X Features
 � Predrilled to provide an additional eight doors

 � Sliding rack drawer assembly with lockset

 � Wire tie wrap points for internal wire management

 � Available Z bracket for external wire management

 � Enclosure matches existing RGA equipment

Wire Management
Wire tie points

 – Drawer tie down points for access wiring
 – Back chassis tie down points secures wire bundle

Z bracket articulating arm
 – wire management bracket with tie wrap points secures access 
wiring into drawer

 – Lite and heavy duty ordering options

™

GEMINI  RGA-X 
AMAG Rackmount Drawer

Standard R2U 
Four Post Mounting

Model No. Description

RGA-X Locking AMAG drawer

RGA-XZ Locking AMAG drawer - lite Z bracket wire management

RGA-XZ1 Locking AMAG  drawer - wire management

Heavy duty  RGA-XZ1

Light duty  RGA-XZ

RGA-X AMAG Drawer
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GEMINI RGA-X - AMAG RACKMOUNT DRAWER

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

 No user serviceable parts inside, refer
servicing to qualified service personnel 

AC POWER
Cable 

Bracket Mount

CNTRLR

NETLINK

15.87"

3.
42

"

2.
96

"

16.95"

V21

V42

DC1

032/0
AV

C

P
ow

er
 D

is
tri

bu
tio

n
A

nd
/o

r a
cc

es
so

ry
 m

od
ul

es

4.0"

2.
50

"

6.
00

"

A
C

 IN
P

U
T

AC ON

FAI

GND FLT

AC FLT

SYS FLT

REV BAT

D
C

2
D

C
1

B
AT

BAT
DET

EARTH GND
DET

21

B
AT

+ 
BAT-

DC1

BR

DC2
FlexIO

DataLink

DC2 NO

DC1 NC

 +
D

C
- 2

 +
D

C
- 1

FN

EG

H

L L V- I- I+ V+NC NCNO NOC C

SYS FLT AC FLT FAI INPUT

FPO

Type 3 Type 3

Type 3Type 3Type 3

Type 3

19” 20.50”

3.
18

”

36” M
ax Extension2150-2DC

2150-2DC

M2150-4DC

2150-4DBC

2150-8DBC

21
50

-2
D

C

21
50

-8
D

B
C

1
6

1
6

1
6

1
6

IO
P

SN
BU

S

ET
H

OK

Console Logic GND

PW
R1

PW
R2

Po
E

LOW HIGH

GN
D

RE
AD

ER
1

RE
AD

ER
2

RE
AD

ER
3

RE
AD

ER
1

RE
AD

ER
2

RE
AD

ER
3

RE
AD

ER
4

40
00

-5
19

0-
C

I2C

Output 1

NO
FIT

 =
 SE

CU
RE

FU
SE

 4A
 S

0V
PW

R2
AL

R2
SD

A2
SC

L2

TX

STAT

STAT

TX

RX

Console RS232

0V
PW

R1
LG

AL
R1

SD
A1

SC
L1

POWER2

TB13

TB11

TB9

TB5

TB3

TB1

H1
H2

H3
H4

POWER1

PO
W

ER
 =

 12
V /

 24
V D

C n
om

PO
W

ER
 =

 12
V /

 24
V D

C n
om

READER1-2

+ 
Rx

 -
+ T

x -
Bz

12
V

0V
+ 

Rx
 -

+ T
x -

0V
12

V
Bz

+ 
IP3

 -
+ 

IP4
 -

+ 
IP1

 -
+ 

IP2
 -

+ 
IP7

 -
+ 

IP8
-

+ 
IP5

 -
+ 

IP6
 -

+ 
Rx

 -
+ T

x -
0V

12
V

Bz
Bz

12
V

0V
+ 

Rx
 -

+ T
x -

READER3-4

INPUT 1-4

INPUT 5-8

OUTPUT 1-4

TAMPER/FIRE

No
3

C3
Nc

3
No

4
C4

Nc
4

No
7

C7
Nc

7
No

8
C8

Nc
8

No
1

C1
Nc

1
No

2
C2

Nc
2

No
5

C5
Nc

5
No

6
C6

Nc
6

TM
P+

TM
P-

FIR
E+

FIR
E-0V

IO
P1

2
IO

P+
IO

P-

IOP

TO POWER OUTPUT

Output 2

Output 3

Output 4

Output 5

Output 8

W
I/F

2F
RS

48
5

W
I/F

2F
RS

48
5

W
I/F

2F
RS

48
5

W
I/F

2F
RS

48
5

M
CL

P
^S

W
^

M
CL

P
^S

W
^

M
CL

P
^S

W
^

M
CL

P
^S

W
^

ON

OU
TP

UT
 5

OU
TP

UT
 4

OU
TP

UT
 3

OU
TP

UT
 2

OU
TP

UT
 1

SNBUS

- R
X +

- T
X +

2150-2D
C

2150-8D
B

C

1
6

1
6

1
6

1
6

IOP
SNBUS

ETH
OK

Console LogicGND

PW
R1

PW
R2

PoE

LOWHIGH

GND

READER1
READER2

READER3

READER1
READER2

READER3
READER4

4000-5190-C

I2C

Output 1

NOFIT = SECURE

FUSE 4A S

0V
PW

R2
ALR2

SDA2
SCL2

TX

STAT

STAT

TX

RX

Console RS232

0V
PW

R1
LG

ALR1
SDA1

SCL1

POWER2

TB13

TB11

TB9

TB5

TB3

TB1

H1
H2

H3
H4

POWER1

POW
ER = 12V / 24V DC nom

POW
ER = 12V / 24V DC nom

READER1-2

+ Rx -
+ Tx -

Bz
12V

0V
+ Rx -

+ Tx -
0V

12V
Bz

+ IP3 -
+ IP4 -

+ IP1 -
+ IP2 -

+ IP7 -
+ IP8-

+ IP5 -
+ IP6 -

+ Rx -
+ Tx -

0V
12V

Bz
Bz

12V
0V

+ Rx -
+ Tx -

READER3-4

INPUT 1-4

INPUT 5-8

OUTPUT 1-4

TAMPER/FIRE

No3
C3

Nc3
No4

C4
Nc4

No7
C7

Nc7
No8

C8
Nc8

No1
C1

Nc1
No2

C2
Nc2

No5
C5

Nc5
No6

C6
Nc6

TM
P+

TM
P-

FIRE+
FIRE-

0V
IOP12

IOP+
IOP-

IOP

TO POWER OUTPUT

Output 2

Output 3

Output 4

Output 5

Output 8

W
I/F2F

RS485
W

I/F2F
RS485

W
I/F2F

RS485
W

I/F2F
RS485

M
CLP

^SW
^

M
CLP

^SW
^

M
CLP

^SW
^

M
CLP

^SW
^

ON

OUTPUT 5

OUTPUT 4

OUTPUT 3

OUTPUT 2

OUTPUT 1

SNBUS

- RX +
- TX +

M4000M4000

Mechanical
2U rack mount  19.00"W x 3.50"H x 20.50"D  |  Weight 19 lbs.

Wire tie slots
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Included

 � Minimum Rack Depth: 22"


